
 
 

SHRI SAIBABA SANSTAHN TRUST, SHIRDI 
AP-SHIRDI. TAL-RAHATA. DIST-AHMEDNAGAR 

PINCODE-423109 

Email it.office@sai.org.in 
Quotation for Mobile Jammer 

 Sealed Quotation is invited from authorized dealers/agencies for purchase of Mobile 
Jammer. The detail technical specification of Mobile Jammer is as follows.  

Documents Required with Quotation: 
1. Photocopy of PAN Card and GST registration. 

Terms and Condition: 

1. Supplier has to give demo of product.  
2. Product will be accepted only after successful demo.  
3. Supply & Installation of scanner should done within 15 days after receiving the Purchase Order. 
4. Payment conditions: 100% after delivery, installation and inspection.  
5. Quotation Submission: Sealed quotation with Super scribe “Quotation for Jammer IT Department” 

To, 
Chief Executive Officer, 
Shri Saibaba Sansthan Trust Shirdi 
Tal Rahata, District: Ahmednagar 
423 109. 

6. Rate should inclusive of all Taxes. 
7. Delivery and Installation of scanner to be done at Shirdi Office. 
8. Quotation Submission date: 24/11/2023. End date: 02/12/2023.   
 

For any of the technical quires contact 02423-258953 or mail at it.office@sai.org.in 
        

         
 
 

Chief Executive Officer, 
                                                                                       Shri Saibaba Sansthan Trust, Shirdi. 

Technical specification of Jammer Qty. 
Jammer for 12 band Frequency-Indoor 
Jammers range should able to cover 5- 50 meters area. 
High output power, each channel 4W, 12 channel, total 48 W   
Jammers should able to ban GSM,CDMA,2G signals, 3G signals, 4G signals, 5G signals, GPS 
Signals, Wifi 2.4G, Wifi 5.2G Wifi 5.8G, Bluetooth Signals. 
 
Warranty 01 year.Following 12 Frequency bands should be banned. 
 

Jamming Frequency Details  (MHz ) Average Output 
 800/900  850-960MHz 5W 
 800/900  850-960MHz 5W 
 1800  1805 – 1880MHz 5W 
 2100 2110 – 2170MHz 5W 
 2300  2300 – 2400MHz 5W 
 2500  2496 – 2590MHz 5W 
 GPS L1  1560 - 1620MHz 5W 
 WIFI 2.4G  2400-2485MHz 5W 
 WIFI 5.8G  5725-5850 MHz  5W 

10) 5G:  3300-3500MHz 5W 
11) 5G1:  3500-3670 MHz 5W 
12) 2500 1 2590 – 2690MHz 5W 
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